


THE PRODUCT
KCT 01

Koni Materials® introduces our newest high quality cement product, the Koni Cement Tile 
Series.  Our Koni craftsmen create each cement tile by hand, bringing a uniqueness to every 
design whether traditional or modern. Manufactured for interior and exterior applications, 
along with a variety of designs, the Koni Cement Tile Series is prefect for residential or 
commercial projects with limitless options!

More designs coming soon ...
**Colors shown are provided to demonstrate the colors & shades available. COLORS ARE ONLY APPROXIMATE** 
The Koni Cement Tile Series is a handmade product and slight color varations are expected. For the best results mix tiles for blending.
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THE BENEFITS

Cement tiles are produced by hand using natural components and last decades longer than alternative 
building materials, therefore tiles are not fired in a kiln which releases fossil fuels or harsh chemicals 
into the atmosphere during production.

Cement’s ability to have high thermal mass helps moderate interior temperature conditions, reducing a 
building’s heating and cooling demands making it a great insulator.

After installation and sealed with a high quality penetrating sealant for cement and concrete, cement 
tiles do not require the high maintenance much like that for wood or stone floors.  Routine sweeping and 
mopping of floors is recommended, as well as wiping backsplashes and wall installation with a dry cloth.
Common pH neutral household cleaners may be used for tiles installed on wall surfaces.  

ENVIRONMENTALLY FRIENDLY

ENERGY EFFICIENT

EMISSION FREE

LOW MAINTENANCE

COST EFFECTIVE

LONG LASTING

HAND MADE

A totally inert substance when cured, cement is literally emission-free and will not emit any gas, toxic 
compounds or volatile organic compounds. Cement materials will not rot, burn, or deteriorate compared 
to some natural materials.

Thanks to their durability, resilience, low maintenance requirements and energy efficiency, cement 
structures lower operating costs related to operational energy consumption, maintenance, and 
rebuilding.

The process in which The Koni Cement Tile Series is produced creates a product that will last years 
without any high maintenance needs. The color pigment infused into our cement tiles will not fade over 
time.  When installed properly, Koni Cement Tiles are durable and easy to maintain.

About 90% of the production process creating The Koni Cement Tile Series is executed by hand and 
cured using a hydraulic press.  Each tile is handled with care by skilled craftsmen, ensuring the cement 
tile is inspected before reaching customers. 

VERSATILITY
Besides offering the advantages of being energy efficient and low maintenance, cement tiles can be 
installed on almost any surface such as flooring and wall backsplashes. Cement tiles are ideal for 
bathroom or kitchen spaces since they are not slippery when wet and can handle high traffic areas with 
minimal wear and tear over time.
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THE SPECS

SIZE SQ FEET
PER BOX 

Pictured: KCT 05 Single Tile Hexagon

KCT 01 8 x 8 x 0.55 - 0.62 in

8 x 8 x 0.55 - 0.62 in

KCT 02

KCT 03

KCT 09

KCT 12 8 x 8 x 0.55 - 0.62 in

7.11 SQFT

7.11 SQFT

7.11 SQFT

PIECES
PER BOX 

WEIGHT
PER BOX 

16

16

16

48 LB

48 LB

48 LB

8”

9”

8”

8”

Pictured: KCT 08 Single Tile Regular

**The Koni Cement Tile Series is a handmade product and slight variations in color and thickness are to be expected.

8 x 9 x 0.62 - 0.70 in

8 x 9 x 0.62 - 0.70 in

8 x 8 x 0.55 - 0.62 in

KCT 04

KCT 05

KCT 08

KCT 11 8 x 8 x 0.55 - 0.62 in

7.11 SQFT

7.11 SQFT

5.28 SQFT

5.28 SQFT

16

16

48 LB

48 LB

39 LB

39 LB

14

14

8 x 8 x 0.55 - 0.62 in 7.11 SQFT 16 48 LB

8 x 8 x 0.55 - 0.62 in 7.11 SQFT 16 48 LB



FAQ
1.  CAN KONI CEMENT TILE BE INSTALLED ON A BATHROOM FLOOR?

4.  WHAT KIND OF SEALANT SHOULD I USE? 
There are many different products in the market, so please make sure to use a high-quality penetrating sealant 
manufactured to be used over cement/concrete. For the best results, it’s recommended to test a single tile 
before covering the entire surface and follow all instructions by the manufacturer.

Yes, Koni Cement Tile can be used as bathroom flooring. Please consult with a professional tile installer for 
which sealants and waterproof barriers are recommend for your specific installation. As always, follow all 
building codes and regulations pertinent in your area.

3.  DO KONI CEMENT TILES NEED TO BE SEALED BEFORE GROUTING?
Yes, Koni Cement Tile is to be sealed prior to grouting. The surface of the cement tile must be clean and clear 
of any debris and/or dust prior to sealing.  Please follow all instructions and maintenance recommendations 
provided by the sealant manufacturer.

5.  HOW CAN KONI CEMENT TILE BE CUT?
A tile wet saw with a sharp diamond blade will work best to cut Koni Cement Tile.

6.  CAN MURIATIC ACID BE USED TO CLEAN KONI CEMENT TILE?
No.  Any type of acid, whether it be lemon juice or muriatic acid, is not to be used to clean the cement tile.  
Harsh chemicals along with abrasive cleaning pads/sponges will damage the cement tile permanently.  Only 
non-acidic pH neutral cleaners are to be used to clean the surface of the cement tile.

7. WHAT KIND OF ADHESIVE CAN BE USED TO INSTALL CEMENT TILE
A thin-set mortar manufactured to adhere cement to a substrate or subfloor is best for both interior and exterior 
installations.

8.  CAN KONI CEMENT TILE BE INSTALLED OVER DRYWALL?
For the best results, it is not recommended to install directly on drywall. The preferred surface is a cement 
board substrate or sub-floor.

2.  IS GROUTING REQUIRED FOR CEMENT TILE INSTALLATION?
Floor tiles must be grouted to help prevent moisture from penetrating the substrate and tiles from rubbing 
against each other, which may cause cracking, due to shifting and movement.




