


THE PRODUCT
Protect and beautify the home with Koni Deck.  Manufactured from recycables, Koni Deck is 
an Eco-friendly and affordable Wood Plastic Composite (WPC) building material.  Ideal for 
decking and wall cladding, this material is resistant to sun exposure and rain while keeping 
the appearance of natural wood.

**Colors shown are provided to demonstrate the colors & shades available. COLORS ARE ONLY APPROXIMATE**
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THE BENEFITS
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Koni Deck is a WPC decking and wall cladding product manufactured out of recycled 
polyethylene, wood and additives making it resistant to any environmental element. WPC deck 
and cladding will not rot, warp, splinter or crack like natural wood, nor is the product vulnerable 
to termite infestations.

Colors will not fade over time when exposed to the elements. Natural looking textures and 
color options available make it easier for designers to match virtually any color palette for 
customizing a project. The WPC panels are anti-glare and anti-reflection.

Due to the ease of workability, designers are able to adapt Koni Deck to any project without 
worrying if WPC will rot or decay. Koni Deck may be used to replace the need of natural 
wooden decking and wall cladding as a long-term solution for interior/exterior installations, 
docks platforms, decks, decorative wall cladding, boardwalks, walkways, playscapes and 
many other landscaping and municipal projects.

DURABILITY

WORKABILITY

LONG LASTING COLOR

LOW MAINTENANCE

VERSATILITY

COST EFFECTIVE

ECO-FRIENDLY, DEFORESTATION IMPACT

EASE OF INSTALLATION

Koni Deck is installed with a clip system; therefore, no hardware such as nails, screws, or metal 
fasteners will penetrate the top of the product and become a potential safety hazard overtime 
as seen with natural wood products.  The non-slip surface is scratch resistant as well as mold 
and mildew resistant, which may be shaped or cut with conventional woodworking tools.

Koni Deck does not require varnish treatments or staining in comparison to natural wood 
decking or natural wood cladding, which need to be refreshed or reapplied periodically.  With 
a medium stiffness brush, decking and wall cladding can be cleaned with mild detergents 
such as dish soap and warm water.

In the long term, Koni Deck will not have to be replaced as frequent as natural wood decking 
or wood wall cladding because of the warping, expanding and contracting that occurs with 
real wood products when exposed to environmental elements. This weatherproof product is 
durable and won’t deform.

Koni Deck is manufactured out of recyclable materials and waste from the wood industry, 
thus making the product Eco-friendly and a suitable alternative to natural wood products. 
By introducing a fiber during the manufacturing process the use of polymer consumption is 
lowered.  The impermeable material becomes a bio-friendly product and feels like natural 
wood. Wood sourced for the manufacturing of Koni Deck is FSC certified.

Once measurements have been determined, Koni Deck may be cut to any size using a 
table saw with ease and minimal effort. The panels have a Hollow interior with side channels 
for installation.  While a structurally sound and suitable subfloor or wall is necessary for 
installation, the WPC panels only require screws and clips to install over aluminum framing.   



THE SPECS
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Deck (Inches): Length 82.65 | Width 5.75 | Thickness 0.90
Wall Cladding (inches): Length 82.65 | Width 5.80 | Thickness 0.90
Per pallet (deck): 660 square feet; 200 pieces
Per pallet (wall cladding): 869 square feet; 261 pieces

Individual panel (deck): 11.50 LB
Individual panel (wall cladding):  8.22 LB
Per pallet (deck): 2314.8 LB
Per pallet (wall cladding): 2159.42 LB

DIMENSIONS (VARIES)

COMPOSITION

WEIGHT (VARIES)

60% Wood
30% Recycled High-Density Polyethylene
10% Additives

4. TOOLS NEEDED
Screwdriver
Drill
Screws
Brackets
Aluminum Framing

Tape Measure
I-Beam Level
Rubber Mallet
Miter saw over 10” in diameter

TECHNICAL DATA

For detailed installation recommendations, please refer to the Koni Deck Installation 
Recommendation Guide online at www.konimaterials.com.

INSTALLATION RECOMMENDATIONS1.

2. WARRANTY
* Ten (10) Year Warranty. 

3. TESTINGS
ASTM D 638, ASTM D 790, ASTM D 695



FAQ
1.  CAN KONI DECK BE USED AS WALL CLADDING?

4.  HOW IS KONI DECK CUT?
Koni Deck may be shaped and cut with conventional woodworking tools and a 10” in miter 
saw blade.

Yes. The decking may be used as a wall cladding, but decking is heavier than the wall 
cladding and deigned slightly different, which may cause warping, bowing and sagging.

3. WHERE CAN THE ALUMINUM FRAMING BE PURCHASED?
Aluminum framing may be purchased at your local hardware store.

2.  CAN THE DECK BE INSTALLED DIRECTLY ONTO A FLOOR OR WALL?

No. Koni Deck must be installed over an aluminum framing system in order for air 
and water to flow freely underneath the deck.  DO NOT install Koni Deck directly onto 
concrete, brick or flooring. Always install on a level surface as indicated in the installation 
recommendations.

5.  CAN KONI DECK WITHSTAND HEAVY STRUCTURAL LOADS?
No. It’s not recommended to install Koni Deck in areas where the WPC is exposed to 
strong impacts. Warping, bowing and sagging may occur overtime.

6.  WHERE CAN’T KONI DECK BE INSTALLED?
It’s not recommended to install WPC in areas with high humidity, where the panels will 
be submerged under water or near corrosive chemicals. Koni Deck is manufactured from 
a natural fiber (wood); therefore, the product is susceptible to growing fungus and other 
molds if the humidity content is high. Please note, installation near pools exposes the 
panels to chemical attacks from chlorine and the chemicals used for cleaning the water.  

7.  WHERE CAN KONI DECK BE STORED?
The product should be stored in a dry and on a leveled surface, on top of a wood pallet.  
Keep Koni Deck from touching the floor/ground if the surface is rough, as this will damage 
the outer layer of the boards.

8.  WHAT CHEMCIALS CAN BE USED ON KONI DECK?
Gentle cleaners and non-corrosive chemicals may be used on WPC deck and cladding. 
See the Chemical Resistance Chart under the Technical Data section for more information. 




